













































































Understanding Control Test Results

Caring for Your Meter

Your control solution test results should fall within the control solution range. That means
your Rightest” System is working correctly.

Control Soultion Range

90-130 mg/dL
5.0-7.2 mmol/L

Example of control solution range
printed on your test strip vial label.

If control solution test results are out of control solution range, your Rightest” System may not be
working properly. Repeat the quality control test. If your control solution results outside the range still
exist, do not use the Rightest” System to test your blood glucose. And contact Bionime authorized
distributor or Bionime Customer Service.

The reason your control solution results are out of the range :

- Your control solution has expired or after 3 months since opened.

- Your test strip has expired.

- You leave the cap off the vial of test strips or control solution for a long time.

- You didn't perform the test procedure correctly.

- Malfunction of the meter.

54

Maintenance

Keep your meter and test strip free of dust, water or any other liquid. Store the meter in the carrying
case when not in use. If meter is dropped or damaged, perform a quality control test with the check
key and control solution before doing a blood glucose test.

Cleaning Meter
Clean the outside of the meter with a damp cloth and mild soap/detergent. Prevent the test strip port
and Smart Code Key base from moisture.

Cleaning Smart Code Key

If your Smart Code Key is stained with blood, control solution or any liquid, please use a dry tissue or
alcohol swab to clean it up immediately. Do not use any thing wet to clean it. Perform a check key
and quality control test to ensure the system is working properly.
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Error Messages and Trouble Shooting

Error Messages and Trouble Shooting

About Temperature Error

1. In order to get accurate testing, please do testing between 10~40°C (50~
104°F ).

2. When the ambient temperature is 0~9°C ( 32~48°F) or 41~50°C (106—~122°F) ,

the " ===0 "warning symbol will blinking, you still can do the test but the result
obtained is only for reference because the test result under these range of
temperature might not be correct. Repeat the test at an area with temperature
between operating range. ( 10~40°C or 50~104°F )

3. When you move from the area with temperature outside the operating range of
test strip to another area with temperature under operating range of test strip,
please wait for 30 minutes before you do the test.

4. When the temperature is below 0°C ( 32°F ) or over 50°C ( 122°F ), Meter can
not do the test and the " Error " symbol will blink in this condition.

Please move the meter to environment with temperature between 10~40°C

(50~104°F ) and redo the test after 30 minutes.
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About Battery Error
1. The "wm " symbol is blinking when the battery power is low. Please change
batteries as soon as you can. You can still do the test.

2. The " & "and " Error " symbol are blinking when the battery is too low. Meter
can not do the strip test. Please change the batteries immediately.

About Check Key Error

When you see " (=le=en " and "Error " symbols showing on screen, please do the
check key test again. If this error message appears again, it would be Meter or
Check Key defect.

Please return your Meter and Check Key to the store where you bought

About Smart Code Key Error
The Smart Code Key is faulty or not assembled well to the meter. Reinsert the Smart
Code Key. If the error screen appears again, contact Bionime Customer Service.
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Error Messages and Trouble Shooting

Limitations

About early applying blood sample or control solution
The blood sample or control solution are applied before the meter is ready. Repeat
the test with a new test strip. Add sample after the " " symbol appears.

About Strip Error - Er1
Test strip inserted has been used or damaged. Please use a new test strip from vial.

About Meter Error - Er2

Meter has malfunctioned. Do the quality control test or reinstall the batteries to see if
the meter works properly.

If error screen still appears, contact Bionime Customer Service.

About Signal Error - Er3

When you do the test, the meter find the signal is unreasonable. Please do a new
test again.
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_Error

- Store the strips in the original capped vial at temperatures between 4°C to 30°C ( 39°F to 86°F )
and relative humidity below 90%. Do not freeze.

- Rightest” Blood Glucose Test strips are designed for using with capillary whole blood and venous
whole blood samples. Do not use serum or plasma samples.

- Inaccurate test results may be obtained at high altitude more than about 10000 feet ( 3048 meters )
above sea level.

- Hematocrit below 30% may cause higher results, and hematocrit above 55% may cause lower
results.

- Severe dehydration and excessive water loss may cause inaccurately low results.

- Rightest™ Blood Glucose Monitoring System has not been validated for use on neonates.

- The glucose test may be interfered under abnormal concentration of

Uric acid > 0.54 mmol/L (> 9.0 mg/dL)

L - Dopa > 0.076 mmol/L ( > 1.5 mg/dL)
Methyldopa > 0.071 mmol/L (> 1.5 mg/dL)
Cholesterol > 6.5 mmol/L ( > 250 mg/dL )
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Specification

Specification

Measurement Technology

Oxidase Electrochemical Sensor

Sample

Capillary whole blood

Minimum Sample Volume

1.4 microliter

Measuring Range

10-600 mg/dL (0.6-33.3 mmol/L )

Test Time

8 seconds

Memory Capacity

300 blood glucose test results with date and
time

Power Saving

Turn off automatically after 3 minutes no use
Press the " @ " button for 2 seconds.

Operating Temperature

10 ~ 40°C (50 ~ 104°F )

Operating Relative Humidity
60

< 90%

Hematocrit 30 - 55%
Power Supply Two 1.5V ( AAA) batteries
Battery Life About 1000 tests

Meter Dimension

85.0 mm x 58.0 mm x 22.0 mm

Meter Weight 85.0 g with batteries
Monitor LCD display
Display Area 39.0 mm x 38.0 mm

Meter Storage Conditions

10 ~ 60°C (14 ~ 140°F )

Test Strip Storage Conditions

4 ~ 30°C (39 ~ 86°F ), < 90% relative humidity
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Warranty

Customer Service

Bionime Corporation warrants that your Rightest”™ Meter will be free from defects in materials and
workmanship for five years from the date of purchase.

This warranty dose not apply to the performance of a Rightest™ Meter that has been altered,
misused, tampered with or abused in any way.

This warranty applies only to the original purchaser of the meter.
Please complete and return the enclosed warranty card to Bionime authorized representative.

Different models have different specifications. Some of the models are not included with the warranty
card.
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We sincerely like to provide complete, considerate services to our customers. Please review all the
instructions to make sure you are performing the steps correctly. You are always welcome to contact
us by call: 886 4 24951268 ( GMT+08:00, 08:30~17:30 ), or by e-mail at info@bionime.com

If you have any question or advice.
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Parts of Critical Component

Blood Glucose Meter, Test Strip and Control Solution

Manufacturer : Bionime Corp.

Product complied with In Vitro Diagnostic Medical Device Directive 98/79/EC. ( CE0537)
EU Rep : BIONIME GmbH

Heinrich Wild Strasse 202, CH-9435 Heerbrugg / Switzerland

Lancing Device

Manufacturer : Suzhou SPR Medical Devices Development Co., Ltd.

Product complied with Medical Device Directive 93/42/EEC.

EU Rep : EMDAR BV, IJsselburcht 3, Postbus 5486,6802 EI Arnhem, Netherlands.

Disposable Sterile Lancets

Manufacturer : Suzhou SPR Medical Devices Development Co., Ltd.

Product complied with Medical Device Directive 93/42/EEC. ( CE0197 )

EU Rep : EMDAR BV, IJsselburcht 3, Postbus 5486,6802 EI Arnhem, Netherlands.
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